SECTION 2
DISASSEMBLY

2-1. HOOD REMOVAL

® Open the adjustment door

e O

Installation Remove

S O

Q@ Turn the two fasteners Installation Remove

® Turn the two
fasteners

@® Open the hood

® Remove the two hinges
2-2. FRONT COVER AND SIDE COVERS REMOVAL
@ Side cover (R)

® Side cover (L)

® Seven terminal screws

@ Remove the two cover hooks
2-1

Two claws



2-3. LENS REMOVAL

® Three SW hezagon head screws
{M5x12, Black)

@ SW hexagon head screw
(M5x12, gold)

2-4. PA BOARD REMOVAL

@® Two M3 screws (A)

v / { |
CN408 /o \.
CN4o7 CN406 |\ CN404

CN405
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CN401
2-5. PB BOARD REMOVAL (PA board)

Two GND
A

High-voltage cable removal

1) Shift rubber cap /?B
2) Pressing cable, Turn 90° /

3) Pull out a cable

Rubber cap —+

High-voltage cable — |

@ Terminal screw —
(M4x10)

o

® HVF block —

High-voltage DC block

//\ ®ye—— @ Screw

P +BVTP 4x12
2 PN ( )

——= Three high-voltage cable

® PB board
® Four screws
(+PSW 3x12)

2-6. QM, B, YA AND YB BOARDS REMOVAL
® M3 screw(S2) @ Cover(BY)

FBT cover

® Four claws

/ ® YA board CN44
® B board Q%/ CN455
J800 J700 R %W’%
W L f\
J750 3 ~
Terminal screw
h J850 (M3x8) bl !

\ @ YB board
)

2F
QM holder . j )
J950 Nylon rivet | / g
J900 l/ ‘

® am board/,/agg !

/

S5 PN

>

@ Rear panel

® Interface board [;%B CN437 (BC board)
(IFB-40) [G70Q/G70QM. IFB-G70QMG]

Twe M3 screws (S2) y
® Four M3 screws (S2)
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2-7. EB, EC AND YC BOARDS REMOVAL

@ Two M3 screws

® EC board

?
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® EB board
1

® YC board

2-8. F, FA, GA AND GB BOARDS REMOVAL

@ Four M3 screws

F board

®@ Rear box cover

® GA board

® GB board
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2-9. TOP COVER OPEN

2-10. FAN REMOVAL
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2-11. HIGH-VOLTAGE DC BLOCK AND MT BOARD REMOVAL

High-voltage cable removal
1) Shift rubber cap
2) Pressing cable, Turn 90°
3) Pull out a cable

igh- /i
Rubber cap Four high-votage cables

High-voltage cable — |

(+BVTP 4x12)
@ High-voltage DC block

\ﬂl F—® Screw

@/ CN550

“ ] i‘ -~——@ MT board

CN403 J
(PA board) k

@ Two PC board holders
(8)
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2-12. PICTURE TUBE REMOVAL

® Two conver adjustment screws
High-voltage cable removal /
1) Shift rubber cap \ @® Coupler pin
2) Pressing cable, Turn 90° \\ ‘

3) Pull out a cable

\\ !
Rubber cap — N \? ?
\ f &
High-voltage cable |
| I
RN

Five connector

X I
FBP/n 4Pi 3Pin 5Pin
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® Picture tube _
assembly

® Pin

@ Lens barrier Picture tube

SO

oy

(N

@ Two /"‘ﬁﬂ

Connector terminal screws (9 2P neck assembly

@ Neck assembly
@® Wedge

/ ?P @ Detlection yoke

® Lens @ Tywo terminal
screws

Three SW hexagon head screws
(M5x12, Black)
@ Lens barrier

@ SW hexagon head screws
(M5x12, gold)






